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| | | E— A 0 12. Remove automatic door closers.
- - (] 13. Remove existing counter and sink.
| ] : 1; Semove exiﬁt;ng c?llumr; cgvgrs( é:olrllwﬁletg).
N . Remove wall from floor to 8'-0" (Bulkhea
- i | j\; 16. Remove existing pair of doors and store for reinstallation at end of Phase 2.
5 ' 17. Remove existing ceiling.
- | Stair #4 0 18, Remove existing window treatements/shades store and reinstall after installation of new finishes.
N 6B113 : 19. Temporarily seal door opening to prevent the migration of dust to occupied areas. Remove seal at conclusion of work this phase.
0 B 20. Maintain access this area during construction. Any closures must be coordinated with COR and must be short in duration.
L ‘:/ D \3 - — m - _ _ _ C ] DEDUCT ALTERNATE NOTES - PHASE 4 21. Maintain emergency egress at all times through this area. See also Life Safety Plan.
z ~— - - - - - o oo oo oo oo a A Dedqct Alternate #2 - Revise the Scope of Work as follows: gg ::mgx: :i:i::g faoﬁgr:j%?ﬁ(;rggogaer_compartmem millwork.
1. COW?'OFE 6,81,00}; and 681 ?OG - EX|st|ngdeoor|ng aITd wall base to 24. Maintain Owner access to Electrical panels at all times.
" remalm.t xisting i’t‘;peé rai ’dcor:”er guards and wa pr(cj)tectlllon 25. Remove existing semi recessed combined paper towel/waste dispenser and prepare wall for new finishes.
< panels to remain. Abandoned phone compartments and wall to 26. Provide temporary partition for temporary nourishment station prior to start of phase 5 work - see also electrical drawings.
< remain. L , , 27. Location of temporary partition for base bid and Deduct Alternate #1 and #2.
i N N N 2. 82:!ce 63107 - Existing flooring and wall base to remain. 28. Location of temporary partition for Deduct Alternate #3.
i (152 (16a) (17a) " i o ice ﬁ 109 'BE??“”E ﬂOQ””?l and wall base to remain. 29. Remove temporary ice machine installed in Phase 2.
5 — — — 0’9‘/\,4, Py Of?an 68?866 C t? Xﬁs“”g 00”39 aIT(tj) wall base to remain. 30. Remove existing shelf and reinstall after installation of new finishes.
- PA RT IAL S IXTH FLOO R D E MOLIT I ON P LAN P HAS E 4 9y Chlcri s 1'7 X'E ',”?, 0‘]3'””9, an "‘(’ja ”aie to remain.. Milwork 31. Remove existing sinks and other wall mounted devices to facilitate the installation of new wall protections panels. Reinstall
o O - ' arting ¢ - Existing flooring and wall base to remain. Millworl devices after new wall protection panels are installed.
1 and partition to remain .
S E —— p : 32. Contractor shall inspect remove and replace deteriorated drywall and framing prior to installation of new finishes.
’ , ' 33. Remove existing patient headwall in its entirety, including millwork, stainless steel guard rails, etc. Patch GYP BD and acoustical
0 8 16 insulation, and prepare partition for new finishes. Refer also to Mechanical and Electrical drawings.
Scale 1/8"=1'-0" 34. Remove existing door and hardware.
35. Prepare existing nurse station for new finishes.
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O -— aeas e=» o= >
O = ) -
o : / Corridor PHASE 6A — t
S 2 Bedroom | | 68100C |
6B131 16,
0 o~ “ | '—{ oooooooeoaas ‘ . | ‘ r_LI‘ i - P - ’?7‘6,
c ( \ /R . - E— 1 . [ I . - . - !—7“_ . - [ () _ _ -
O J i — ‘ ﬂ\ - Chu;\ . . T ——® KEY PLAN - PHASES 6A, 6B & 7A
5 = _ ' , 6B/34 HAC A 7777777777777777777 : | \
g | Bath E: | Elect. ; 6B135 Meds | | \
| e cat on !
| 6B131A 11 6B130 ’ | hu efl < | n Dictation Report A 6B115A | Nurse Station L DEMOLITION PLAN LEGEND
CH ] 2 % H 6B115B S | 6B115 x -
! _ ! Equipment Storage Shaft . > Alcove | | . . .
‘ E | | Existing construction to remain
. H 6B100B 0 6B126 4 : 6B116 -
2 ' Bath N |y - : | o= PHASE 6B . N e oo 1
N 0 & H { Soiled Utility { E A
v /7
c (] o -
© (] 6B129A 23 <3> <> ‘ , , 681 21 24 Comm. ! e \: — Existing construction to be demolished
' <I> \----- ‘------" ! ) 6B119 ' 3 ‘ | © =
B ¢ LJ ! A - GD ED Eb b Eb Eb Eb Eb ED ED G G Eb Eb ED Eb b b Eb &b 6D &b b &b & & -------—' N ’ LY Y --------d---
2P | T o ! - E, FDW 3 ﬂj\?ﬁf . LS
3 ‘:\ J /: § BEQ = - - S [ 3 3 245 iy 7 R— <19 - L — — e — a1 | 24 — E } L o Temporary partition and contractor
- = st [ AN / ‘ ;fect_ H / H access door
' C . \ N/ I 34 . '
< : > orridor Elect. Linen Chute 4
' 3 7 > 6&7 Corridor = Remove existing partitions indicated to the
= U 6B100D 6B1 g7 6B125 D2 6B100D 5 underside of existing structure . Prepare all
0 | | ! 34> | | 6 X9, e e e e e — adjacent surfaces to receive new construction
' 4 ) and scheduled finishes. -- See Coded Notes.
] | \ I — —— E—— [ ] T
J galin | | | »'
: @ \ @ | { 33 @ / Bath
5 = 2 Bedroom Bath Elect. Bath a Number represents demolition coded note
' B b =
| 6B129 [6B128A A | 6B124 6B120A AN | 6B118A
N ] = GENERAL DEMOLITION NOTES
= A :I @ M | @ A M @ A. Refer to Specifications Section 024100 "Demolition” for additional requirements and information.
< :: > ) B. Project scope is indicated for general intent only. Additional demolition will be required inside and outside this line.
= | ‘ | <> 2 Bedroo ‘ @ | 2 Bedroom ®| 2 Bedroom ] | = Architectural demolition drawings are for schematic purposes.
[ ] | o /A\ | C. Coordinate all new penetrations and/or openings with other associated trades.
] O ~ 6B128 6B120 /7; 6§1 18 y 2 Bedroom - D. The Owner shall remove, prior to construction, all items that the Owner desires to salvage. All remaining items indicated to be
| N o ) o) (= . e .
P | = | N ) B L = 6B114 - demolished shall be removed by the Contractor and legally disposed of in accordance with the project specifications.
(H A E@ - - = = -+ = — —— -+ —— — —— —= = —5 - — N \ — DEDUCT ALTERNATE NOTES - PHASE 6B E. Contractor shall coordinate all demolition with the entire set of contract documents for full scope of demolition work required for
S 'F------_---------L_- P ey g Sy g -----FPHASE 6Bbi----- -----ﬁ--------i----- coccsssscsscssscscccscccns the. p.I’O]eCt. . . . L
A. Deduct Alternate #2 - Revise the Scope of Work as follows: F.  Existing conditions shown on the drawings are not guaranteed to be complete. The Contractor shall verify all existing
IS \ \ \ \ | | conditions, dimensions, and materials required for the contracted work. Report all discrepancies to COR prior to fabrication,
= . 1. Office 6C106 - Existing flooring and wall base to remain. erection, and/or installation.
o ( G1 3 _ _ _ _ _ ‘ _ _ _ _ _ _ _ _ _ _ _ _ _ | _ 2. Corridor 6B100B and 6B100D - Existing flooring and wall base to G. Contractor shall provide dust removing walk off mat (tacky mat) at construction entry points. Contractor shall enter
5 C =/ | “ N\ ‘ ‘ remain. Existing bumper rail, corner guards and wall protection panels construction areas at contractor access door in temporary partitions. Where individual rooms without a temporary partition are
’ I to remain. Dual egress doors and partition at Electric 6B117 to remain. in a construction area, contractor entry point shall be through existing door(s).
3. Electric 6B117 - Existing flooring and wall base to remain. H. Contractor shall provide HEPA filtered negative air machine(s) to maintain negative pressure to scope of work area ensuring no
o © 4. HAC 6B123 - Existing flooring and wall base to remain. dust will be transferred to occupied areas. Provide visual pressure monitoring device at dust proof barricade to confirm
= "/O,q,& 5.  Electric 6B124 - Existing flooring and wall base to remain. pressure. Dust monitoring shall be by Owner. See Infection Control Risk Assessment in specification section 01 35 26
o 6. Linen Chute 6B125 - Existing flooring and wall base to remain. "Safety Requirements”.
()
S PA RT IAL S IXTH FLOO R D E MOLIT I ON P LAN = P HAS E 6 B 7. Electric 6B127 - Existing flooring and wall base to remain. I. All demolition work being done outside temporary partitions is to be appropriately sealed off to prevent the transmission of dust
- 2 8.  Electric 6B130 - Existing flooring and wall base to remain. and debris. Work shall be done to minimize disruption to visitors, patients and staff. Coordinate location of barriers with the
F——— COR.
0 4' 8' 16' B. Deduct Alternate #3 - Revise the Scope of Work as follows: J.  The hospital's smoke and fire suppression system shall remain in operation within the project scope area during the entire
" _ 4w construction phase.
Scale  1/8"=1-0 1. Deduct the removal of the doors: 6B117, 6B123, 6B124 and 6B125. K. Field verify locations of all existing walls. Report any discrepancies to COR.
L. Some items may be indicated in the demolition drawing and demolition notes which are not necessarily demolition work, but
are included to describe the overall scope of the project and aid in the demolition coordination. The Contractor is responsible
" for all work required to complete the work of the overall project.
- o M.  Flooring demolition includes the removal of existing floor finishes, including VCT, sheet vinyl, ceramic tile, quarry tile, carpet
© and other finishes, grouts, mastics, and setting beds complete to existing concrete floor slab or other substrate ready for new
® floor finishes. Concealed multiple floor finishes may be present in several locations. Floor preparation shall be by the
= installing Contractor.
} N. Remove partitions indicated to the underside of the structure above.
O. Demolition of ceilings includes grid, tile, supports, soffits and related items as well as any ceiling mounted electrical and
< mechanical fixtures and supports contained within. Some areas in the project contain multiple ceilings. Contractor shall
< remove ceilings in the project area, U.N.O.
P. Plug abandoned floor openings with new concrete. Plug shall match existing slab depth and shall be structurally sound to
5 carry floor load of 100 LBS/SF U.N.O. Also see drawing 1-S1.
. Q. Allfire rated assemblies (columns, shafts, walls, etc.) shall be maintained or be relocated/patched. Match existing fire rating
© U.N.O.
O R.  Where new doors are indicated, cut openings in existing wall. Prepare openings for new door. Patch adjacent walls to match
v D existing.
i S. After removal of existing partitions, Contractor shall provide cementitious infill and floor leveler to prepare floor surface for new
= finishes.
T. General Contractor to remove existing signage during each phase, patch and repair and damaged walls and prep walls for new
N N TN finishes and new signage. See specifications 10 14 00 for sign schedule.
\21) \24) \25) U. See mechanical drawings for plumbing, HVAC and fire protection demolition. See electrical drawings for all power and lighting
T T demolition.
' coccccam, V. Debris removal shall not interfere with Owner's operations and shall occur during off hours as deteremined by COR.
. — W. All noise generating operations, including cutting of ceilings, walls and floor, coring, drilling, etc. shall be scheduled between
< RN
(K ) & — — — ]] — jﬂ— pa the hours of 8am and 5 pm.
N \ /-----------------'PHASE 6A'--- % £ | H X.  See asbestos abatement drawings for asbestos related work. .
o | [ Y. Contractor to protect all existing walls, ceilings and floor finishes scheduled to remain. Any surface(s) damaged by contractor
( | { . (] shall be replaced by contractor at no additional cost to the Owner.
+ ] Il | Office ] Z. Al areas outside of temporary partitions requiring new work are to be performed so as to minimize disruption to patients and
o
5 T ] ] staff.
= ' I < |6A101A | 1
o ' (] TEMPORARY PARTITION NOTES
5 P ' | System furniture H
Office :‘ | I );o be removed —— : A. Contractor shall at all times provide and/or maintain separation between Owner-occupied areas and areas under construction
| 6C103 H Dining I by Owner )F ' or partially constructed.
O [ i [ P . (] B. Contractor shall construct and maintain at all times temporary partitions in accordance with Detail 2 on drawing 1-01.1
= ] 6A101 Svstem furniture Office ] Temporary partitions shall be located to separate all Owner occupied areas from construction areas. Temporary partitions
w ¢ | ; eyni oeval g u \W ] shall not interfere with Owner's operation of facilities.
= ] I y 6A101B ] C. Temporary construction partitions and contractor access doors are to be constructed in their entirety prior to the start of
o | | Owner ' = demolition.
5 L | 0 D. Coordinate exact locations of temporary partitions with existing items in corridor ceilings and walls. Exit access corridors must
: N - |— =======7 . [ remain adequately lit and ventilated throughout the construction process.
LY /’ o n —(H o o Eﬂ \ Y ; o E. Additional or modifications to the temporary partitions shown may be required due to sequencing of the work. Contractor shall
F o '—------&0 determine location and quantity of all temporary partitions in accordance with ICRA and VA requirements prior to submittal of
P < : > bid
COI‘I‘IdOIi ] @ | { | F. Remove temporary partitions completely after completion of work and when approved by COR. Patch all surfaces damaged
6B100 ) . (] by the installation or removal of partitions.
' (] G. Modification to the fire protection Life Safety system, or other system or device, may need to occur, if temporary partitions
( : cover or conceal existing devices. Contractor shall temporarily relocate the affected devices to maintain their effectiveness.
-~ < : > ]
g N " ‘ ‘ (. 6th FLOOR DEMOLITION CODED NOTES
Z . : Note: Not all coded notes apply to this drawing.
C ]
o f : 1. Remove existing wall hung sink. - See plumbing drawings.
] 2. Remove glass windows and frame, patch area for new construction and finishes.
‘ : ! .
- ’ (] 3. Remove existing flooring and wall base. Prepare existing surfaces to receive new scheduled finishes.
S | : | ¢ | 4. Remove existing flooring, wall tile and wall base. Prepare existing surfaces to receive new scheduled finishes.
- 0 | 5. Remove existing millwork cabinetry.
o ] 0 6. Remove existing door, frame and associated hardware. Prepare and fill adjacent surfaces to receive new scheduled finishes.
- (] : 7. Remove existing bumper rail, corner guards and wall protection panels.
o ] [ 8. Remove complete Wondoor system, including track and support framing.
® B ] ] 9. Remove wall from floor to underside of structure, patch and prepare adjacent surfaces to receive new scheduled finishes.
oo ‘/H N ' o S IRl - N - o 10. Remove portion of wall as required for new door and frame.
= __/ ‘ G —— L = J — , U 11. Remove existing gypsum board soffit, prepare area for new finishes and materials. Refer to Reflected Ceiling Plan.
- \- --i--------i--------- i--------------—' - ‘ 12. Remove au.tor.natlc door C|OSGF§.
13. Remove existing counter and sink.
14. Remove existing column covers complete.
15. Remove wall from floor to 8'-0" (Bulkhead)
16. Remove existing pair of doors and store for reinstallation at end of Phase 2.
17. Remove existing ceiling.
i 18, Remove existing window treatements/shades store and reinstall after installation of new finishes.
) 19. Temporarily seal door opening to prevent the migration of dust to occupied areas. Remove seal at conclusion of work this phase.
o "/o,9 DEDUCT ALTERNATE NOTES - PHASE 6A 20. Maintain access this area during construction. Any closures must be coordinated with COR and must be short in duration.
7% ; . 21. Maintain emergency egress at all times through this area. See also Life Safety Plan.
b= A. Deduct Alternate #1 - Revise the Scope of Work as follows: o :
o 22. Remove existing abandoned phone compartment millwork.
S PARTIAL SIXTH FLOOR DEMOLITION PLAN - PHASE 6A ve existing P P
1 1. Dining 6A101 - Existing flooring and wall base to remain. Patch to 23. Remave existing fold down grablbar. .
g F—_— . match any areas damaged by temporary work. Existin éolum 24. Maintain Owner access to Electrical panels at all times.
o 0 4 g 16' enclosureyto remain ged by femporary ' 9 25. Remove existing semi recessed combined paper towel/waste dispenser and prepare wall for new finishes.
’ 26. Provide temporary partition for temporary nourishment station prior to start of phase 5 work - see also electrical drawings.
o Scale  1/8"=1-0" 27. Location of temporary partition for base bid and Deduct Alternate #1 and #2.
f 28. Location of temporary partition for Deduct Alternate #3.
= 29. Remove temporary ice machine installed in Phase 2.
5 30. Remove existing shelf and reinstall after installation of new finishes.
T 31. Remove existing sinks and other wall mounted devices to facilitate the installation of new wall protections panels. Reinstall
S devices after new wall protection panels are installed.
o 32. Contractor shall inspect remove and replace deteriorated drywall and framing prior to installation of new finishes.
o) 33. Remove existing patient headwall in its entirety, including millwork, stainless steel guard rails, etc. Patch GYP BD and acoustical
o E insulation, and prepare partition for new finishes. Refer also to Mechanical and Electrical drawings.
34. Remove existing door and hardware.
35. Prepare existing nurse station for new finishes.
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ROOF PLAN CODED NOTES
— P N SN — Note: Not all coded notes apply to this drawing.
( | ( | ( | ( || | ( | ( | og
\,1, J \2 J \ 3 J \_/ \5 J \ 6 J \ 7 J R1. Remove roof system completely in selected areas to facilitate the installation of new mechanical platform framing. Coordinate o
J with Structural Drawing 1-S1.0.
, R2. Existing mechanical equipment shall remain in place.
// R3. Existing roof drain to remain in place.
: R4. Existing vent to remain in place. o o
| R5. Existing AHU-29 to be removed in Phase 7B. O O
A R6. Remove existing roof system and remove concrete slab for new mechanical penetration, Coordinate size and location with
Structural and Mechanical drawings
R7. Provide flashing and patch existing roof at new mechanical penetrations. See mechanical drawings for additional information L
-~ | \ , , ‘ o R8. New duct work on equipment support roof curb. See Mechanical drawings for location size and quantity. Coordinate location PHASE 7B a0 oo
o - P ‘ e - N ST T of  curbs with existing ballasted guardrail system @ roof edge. Provide weathertight installation @ each curb, See Detail 2
B (L) - B — I - ] — - T — T'/ e - T - on Sheet 1-07.1. —— -
L ~— —_ R9. Relocate existing condensing unit - see also Mechanical
o /VO/%.&
, ) - : : ) ) - : - : N ) ) ) ROOF PLAN GENERAL NOTES KEY PLAN - PHASE 7B
© LT
- =D A. The existing Roof Assembly is warranted by the manufacturer and installing contractor. Preserve existing roofing
= | | | | | system warranty using approved materials and methods. Notify warrantors before proceeding with roof patching. At
9 '0—--'PHASE /Bnaaase, completion of roof patching, notify warrantors to obtain documentation verifying that existing roofing system has been
o ] I 4 “ inspected and warranty remains in effect. Submit documentation to COR at project closeout. DEMOLITION PLAN LEGEND
= /4 ‘ ‘ B. Weather Limitations: Roofing assembly including flashings shall be water-tight and weather tight at the end of the
[ E (] \ i day's work or when the weather is threatening. Protect roof deck, insulation and interior spaces from moisture at all
- """"“”‘ (] times. Proceed with roof alterations only when existing and forecasted weather conditions permit roofing system to be /\
- g ““““”“‘ ] | opened up and re-installed according to manufacturer's written instruction and warranty requirements. Do not apply ¢ [ Existin nstruction to remain
““”’000000 0 roofing membrane during inclement or windy weather with ambient temperatures below 40 °F and falling. During cold Xisting constru
"0“’ : weather conditions, the temperature/humidity ratio must be at least 5°F above the dew point of ambient air and rising.
e } "““““”’ ' C. All construction details and conditions shall comply with submitted and approved manufacturer's details. A
ke 1 “““0‘0‘0‘0 H \ . D. Ingeneral, new materials and materials for repair conditions shall match similar items in quality, detail, profile, and 4 \:
. XX KKK ' finish as those already built into the Work unless otherwise indicated. == = Existing construction to be demolished
= g ““““““‘ (] \ \ E. Contractor to inspect existing roof at Work areas and to photographically document any damage prior to start of Work.
) ) ] ““““““‘ ] Submit photographic documentation to Architect and COR.
e ) ““““‘ [ - — — 8 F.  Contractor to provide temporary protection to protect the existing roof surface. Temporary protection shall be provided N
K [ o o Q‘Q‘C‘Q“ - 8 [# S S i - o o o o along access routes and at Work areas. Temporary partition and contractor
N/ A e B (] ) ’ ‘ . ” . ) ) door
B z‘z‘z‘z‘z‘z‘z 0 1l G. The size and location of all roof openings and penetrations to be verified with trade affected before proceeding with the access doo
Work.
g 0:0:0:‘:‘:‘:‘ : | | H. The contractor shall verify configuration of existing items penetrating the roof and existing items resting on the roof. Remove existing partitions indicated to the
“““‘ (] .~ Inany area in which plumbing or mechanical alterations are made, the contractor shall make proper repairs to other underside of existing structure . Prepare all
i~ — ““0‘0“““ : building items affected by that work. , o e e adjacent surfaces to receive new construction
— ““‘0“““‘ : [[ J. Clean substrate of all debris and contaminants. Deck shall be dry before installation of any subsequent components or and scheduled finishes. - See Coded Notes.
) XK H E = ] materials. Remove all debris from the premise and dispose of properly.
”“’0"“”’ i (&) K. After removal of existing roof membrane the COR must inspect substrate; such as deck, blocking cant strips, etc. The
O g "““““"’ ] > COR will determine if these concealed items must be repaired and/or replaced. This applies to all concealed items, <#> Number represents demolition coded note
. “““0‘0‘0‘0 ] [[D i even those called out on the drawings for removal.
= — XK AKX ] L.  All mechanical equipment that has been removed, relocated or replaced to accommodate the roofing work shall
’ ““““““‘ | operate as before the removal.
‘z‘:‘:‘z‘z‘:‘ : | M. Refer to Structural, Mechanical and Electrical drawings for additional Work beyond the Phasing Line.
h — g ‘0‘0‘0‘0‘0‘0‘ : | GENERAL DEMOLITION NOTES
. : SHRRXRRIKA
(J — — — ‘90009’9 - — 8 — |[E = = =: = — — — — A. Refer to Specifications Section 024100 "Demolition” for additional requirements and information.
7 XK > | B. Project scope is indicated for general intent only. Additional demolition will be required inside and outside this line.
““““““‘ ' \ Architectural demolition drawings are for schematic purposes.
9099009 inate all i ings with oth i
“““‘ H C. Coordinate all new penetrations and/or openings with other associated tradgs. o o
. g ““‘0‘0““‘ H | D. The Owner shall remove, prior to construction, all items that the Owner desires to salvage. All remaining items indicated to be
— XX AKX 1 demolished shall be removed by the Contractor and legally disposed of in accordance with the project specifications.
”“’0"“”‘ (] E. Contractor shall coordinate all demolition with the entire set of contract documents for full scope of demolition work required for
"“"%‘““ . the project.
" 0“0‘0000 . | F. Existing conditions shown on the drawings are not guaranteed to be complete. The Contractor shall verify all existing
3 0’00"0’0’0 : o conditions, dimensions, and materials required for the contracted work. Report all discrepancies to COR prior to fabrication,
- IR | \ | \ erection, and/or installation.
z - / 1 ’ G. Contractor shall provide dust removing walk off mat (tacky mat) at construction entry points. Contractor shall enter
o C co \~ i y) construction areas at contractor access door in temporary partitions. Where individual rooms without a temporary partition are
o CemoewaPHASE 7Beeeas® in a construction area, contractor entry point shall be through existing door(s).
IS ‘ H. Contractor shall provide HEPA filtered negative air machine(s) to maintain negative pressure to scope of work area ensuring no
o 3 — dust will be transferred to occupied areas. Provide visual pressure monitoring device at dust proof barricade to confirm
‘* R ‘ ‘ \ \ \ pressure. Dust monitoring shall be by Owner. See Infection Control Risk Assessment in specification section 01 35 26
v - ) ) ) ) ) ) ) ) 7 ) ) ) ) ) "Safety Requirements".
o e ) i I. All demolition work being done outside temporary partitions is to be appropriately sealed off to prevent the transmission of dust
R and debris. Work shall be done to minimize disruption to visitors, patients and staff. Coordinate location of barriers with the
Sl | COR.
f/ H N ] N i . . I _ I I . N _ _ J.  The hospital's smoke and fire suppression system shall remain in operation within the project scope area during the entire
N DA o e e e T ‘ L ] S U1 UL P R IR construction phase.

K. Field verify locations of all existing walls. Report any discrepancies to COR.

L. Some items may be indicated in the demolition drawing and demolition notes which are not necessarily demolition work, but
are included to describe the overall scope of the project and aid in the demolition coordination. The Contractor is responsible

o\ for all work required to complete the work of the overall project.

E M.  Flooring demolition includes the removal of existing floor finishes, including VCT, sheet vinyl, ceramic tile, quarry tile, carpet
- and other finishes, grouts, mastics, and setting beds complete to existing concrete floor slab or other substrate ready for new
@ Yo floor finishes. Concealed multiple floor finishes may be present in several locations. Floor preparation shall be by the
o g installing Contractor.
PART IAL ROO F D E MOLITION P LAN - P HAS E 7B N. Remove partitions indicated to the underside of the structure above. N .
- 2 0. Demolition of ceilings includes grid, tile, supports, soffits and related items as well as any ceiling mounted electrical and
O F——— mechanical fixtures and supports contained within. Some areas in the project contain multiple ceilings. Contractor shall
= 0 4' 8' 16' remove ceilings in the project area, U.N.O.
v Scale  1/8" = 1-0" P. Plug abandoned floor openings with new concrete. Plug shall match existing slab depth and shall be structurally sound to
< ca =1 carry floor load of 100 LBS/SF U.N.O. Also see drawing 1-S1.
o Q. Allfire rated assemblies (columns, shafts, walls, etc.) shall be maintained or be relocated/patched. Match existing fire rating
2 UN.O.
(O — - — — — — — — —
L - £ 7o 7o) NN (2 7o 7o o) R. Where new doors are indicated, cut openings in existing wall. Prepare openings for new door. Patch adjacent walls to match
() ) (1 (2 ) [ 3 ) (4 ) 5 ) (5a) [ 6 ) (7 ) [ 8 ) e
o \__/ \__/ \__/ NP2 RN \__/ \__/ \__/ existing.
- [ [ l l l w S. After removal of existing partitions, Contractor shall provide cementitious infill and floor leveler to prepare floor surface for new
| [y finishes.
,—-------%jﬂ'-\ :ﬂ T.  General Contractor to remove existing signage during each phase, patch and repair and damaged walls and prep walls for new
| | | | | { i \ Ante | & finishes and new signage. See specifications 10 14 00 for sign schedule.
] ~ ‘ U. See mechanical drawings for plumbing, HVAC and fire protection demolition. See electrical drawings for all power and lighting
| ‘ ) . ¢ 6B139 ) demolition.
. i R A T R —— o | B )Y <] = § i A —— n \ ] V. Debris removal shall not interfere with Owner's operations and shall occur during off hours as deteremined by COR.
- . o B A AR 1 ‘ : AN : ‘ : . A L A N 0 3 ] W. Al noise generating operations, including cutting of ceilings, walls and floor, coring, drilling, etc. shall be scheduled between
SR I — = — - unll = = 1 = = - = = — _ the hours of 8am and 5 pm
\ % o a T | T n | R o o Blas - ap iy | o | 1 Bedroom : : X. See asbestos abatement drawings for asbestos related work.
' - ) W) . 0 Y. Contractor to protect all existing walls, ceilings and floor finishes scheduled to remain. Any surface(s) damaged by contractor
N : Y s 2 Bedroom Bedroom . Isolation -~ #Corridor shall be replaced by contractor at no additional cost to the Owner.
O ] [ w 0 6B100E Z. All areas outside of temporary partitions requiring new work are to be performed so as to minimize disruption to patients and
i ; A\ A\ 6B1 GHZ A\ 6B136 A\ 6B137 ‘@ ' staff.
(0] <t
5 : | ‘@ @ ‘@ ‘ ‘@ | @ 3 ‘ @ | ' I : B TEMPORARY PARTITION NOTES
@ |
: | : A. Contractor shall at all times provide and/or maintain separation between Owner-occupied areas and areas under construction
< i i or partially constructed.
< : 33 : B. Contractor shall construct and maintain at all times temporary partitions in accordance with Detail 2 on drawing 1-01.1
N 0 \ (] Temporary partitions shall be located to separate all Owner occupied areas from construction areas. Temporary partitions
- 33 33 ‘ ‘ ] shall not interfere with Owner's operation of facilities.
‘ 1l \ | o .
- 0 ‘I/ —— L N — = : C. Temporary construction partitions and contractor access doors are to be constructed in their entirety prior to the start of
o ] demolition.
o = Corridor Elect. | Linen Chute HAC Corrid : D. CoorQinate exact locations of temporary partitions with existing items in corridor ceilings and walls. Exit access cortidors must
' 0 orriaor [ remain adequately lit and ventilated throughout the construction process.
- 2 Bedroom S B1 6B133 | 6B134 - E. Additional or modifications to the temporary partitions shown may be required due to sequencing of the work. Contractor shall
: 0 6B135 6B100C : - - - -
0 \ \ ] | | | | ¢ determine location and quantity of all temporary partitions in accordance with ICRA and VA requirements prior to submittal of
| 68131 | IR ﬁ/ | — PN | ) | o it i COR. Patch all surfaces damaged
Y — L : — NV 19> Jd19 e ‘ -1 F.  Remove temporary partitions completely after completion of work and when approved by . Patch all surfaces damage
LK [ﬂ U2 — o EJ - 6 @ eeosame 3 N e = — coccccacacay, | | - by the installation or removal of partitions.
— : = ! = e ! o = [\, \ 2 sssssse=s’ =0 0000000 \ ‘ G. Modification to the fire protection Life Safety system, or other system or device, may need to occur, if temporary partitions
H Bath E —’Lr—"’ ceeeeeeeee ’ : ‘ I T N N cover or conceal existing devices. Contractor shall temporarily relocate the affected devices to maintain their effectiveness.
- g | Ba | | | ' o> | |
(@] - N
S & ' | ] t BN Dictation Report 6th FLOOR DEMOLITION CODED NOTES
. (] 6B131A 0 | \ =1l
o : &) = j,:K ! \ | \GPHASE 7 J\re’ H 6B115B Note: Not all coded notes apply to this drawing.
O . | ‘ 4
\ ' , Corridor | ‘ . Iﬁ Shaft 1. Remove existing wall hung sink. - See plumbing drawings.
[ § p = 6B100B ! ‘ Equipment Storage 4 | . | | Nurse Station 2. Remove glass windows and frame, patch area for new construction and finishes.
( | | b . . . . . . ..
kS 6B126 - @ . - \ 3. Remove existing flooring and wall base. Prepare existing surfaces to receive new scheduled finishes.
c — Bath B i ] Clean Utility| % Soiled Utility - . 6B115 4. Remove existing flooring, wall tile and wall base. Prepare existing surfaces to receive new scheduled finishes.
. a OH ] | 6B122 6B121 5. Remove existing millwork cabinetry.
— | | ( n . i i i .
= 6B129A | \ JNute M—\ 6. Remove existing door, frame and associated hardware. Prepare and fill adjacent surfaces to receive new scheduled finishes.
= | \ | 3 ~ , ;‘ Comm. 7. Remove existing bumper rail, corner guards and wall protection panels.
© ! \ \C 6B12 ' 6B119 = 8. Remove complete Wondoor system, including track and support framing.
® ) \ . == L = el ‘ Linen'Chute ‘ ‘ ‘ - —=—1 | ’vﬂ 9. Remove wall from floor to underside of structure, patch and prepare adjacent surfaces to receive new scheduled finishes.
v - rﬂ R - = - H B - Jjw A 6B125 7r[7iﬁ14—j B Ur@ - o [qu o ‘ - 10. Remove portion of wall as required for new door and frame.
= S = = 2 Y = —— f; ], L L 11. Remove existing gypsum board soffit, prepare area for new finishes and materials. Refer to Reflected Ceiling Plan.
) [ - [ \ H H / 12. Remove automatic door closers.
2 Bedroom S ' Corridor o 13. Remove existing counter and sink.
6eBd1 390 | 6B100D 14. Remove existing column covers complete.
\ \ \ 15. Remove wall from floor to 8'-0" (Bulkhead)
i 16. Remove existing pair of doors and store for reinstallation at end of Phase 2.
_ | N 17. Remove existing ceiling.
" = 7 B ; : : ; 3 ‘ 18, Remove existing window treatements/shades store and reinstall after installation of new finishes.
- ! ‘ ‘ ! T ‘ | ‘ T : ‘ e e ‘ ‘ T T — | 19. Temporarily seal door opening to prevent the migration of dust to occupied areas. Remove seal at conclusion of work this phase.
‘ ‘ ) | \ ‘ ‘ | . ‘ ‘ 20. Maintain access this area during construction. Any closures must be coordinated with COR and must be short in duration.
- \ \ ' o, ‘ \ ‘ 21. Maintain emergency egress at all times through this area. See also Life Safety Plan.
N 22. Remove existing abandoned phone compartment millwork.
v \ 23. Remove existing fold down grab bar.
5 24

. Maintain Owner access to Electrical panels at all times.
25. Remove existing semi recessed combined paper towel/waste dispenser and prepare wall for new finishes.

. DEDUCT ALTERNATE NOTES - PHASE 7A 26. Provide temporary partition for temporary nourishment station prior to start of phase 5 work - see also electrical drawings.

- ) 27. Location of temporary partition for base bid and Deduct Alternate #1 and #2.

O A. Deduct Alternate #2 - Revise the Scope of Work as follows: 28. Location of temporary partition for Deduct Alternate #3.

- 1. Corridor 6B100C - Existing flooring and wall base to remain. 29. Remove temporary ice machine installed in Phase 2.

- /Vof?,\& Existing bumper rail, comer guards and wall protection panels to 30. Remove existing shelf and reinstall after installation of new finishes.

S PA RT IAL S IXTH FLOO R D E MOLIT I ON P LAN P HAS E 7A remai. L , , 31. Remove existing sinks and other wall mounted devices to facilitate the installation of new wall protections panels. Reinstall

5 - 2. HAC 6B135 - Existing flooring and wall base to remain. . devices after new wall protection panels are installed.

. 1 3. Linen Chute 6B134 - Existing flooring and wall base to remain. 32. Contractor shall inspect remove and replace deteriorated drywall and framing prior to installation of new finishes.

r —, — 4. Electric 6B133 - Existing flooring and wall base to remain. 33. Remove existing patient headwall in its entirety, including millwork, stainless steel guard rails, etc. Patch GYP BD and acoustical

on

0 4 8' 16' . insulation, and prepare partition for new finishes. Refer also to Mechanical and Electrical drawings.
Scale 1/8" = 1-0" B. Deduct Alternate #3 - Revise the Scope of Work as follows: 34. Remove existing door and hardware.

Delete the removal of door 6B134. 35. Prepare existing nurse station for new finishes.
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Light fixture - See electrical Light fixture - See electrical

. 7| ~¢————— Plam on 3/4" plywood
06 20 00 Hardwood trim W §| t—— 06 20 00 Hardwood trim

W Solid surface at center section

1/8" gap painted black E align with bottom of 1/8" joint

Secure headwall to existing partition ——— Concealed spring type push opener

- 1/8" gap - painted black (typ)

. . - 07 21 13 Noncombustible mineral
07 21 13 Noncombustible minera on fiber installed to fill voids

fiber installed to fill voids

Spring clip & <«—— (6 20 00 Plam on 3/4" plywood

Ikﬁ
>< 06 20 00 PLAM on 3/4" plywood | S
1/8" Plam gap painted black

foot

one

§ 0N 31/2" T
z Light fixture - See electrical
[0)
[0}
. . HEADWALL DETAIL HEADWALL DETAIL HEADWALL DETAIL
— — Light fixture - See electrical — Light fixture - See electrical 1 6 — — 1 5 — — 1 4 — —
o " - j 0 1.5' 3 6' 0 1.5 3 6' 0 1.5' 3 6'

T & ol Tl— 06 20 00 Hardwood trim & !*—"/ ; ; 06 20 00 Hardwood trim Scale 3" =1-0" Scale  3"=1-0" Scale  3"=1-0"
| | | |

© | >< T— 06 20 00 Plam on 3/4" plywood © | 06 20 00 PLAM on 3/4" plywood
0 N l . [ 16 | |
e B 1-086. — S/ 07 21 13 Noncombustible mineral E fwall b q
= fiber installed to fill voids ~—— Face of wall beyon
< 5 09 72 16 Vinyl wall covering
i s - Dimensions are to CL of 1/8" gap, Light fixture - See electrical
o gap to be painted black (typ) Bottom of cabinet behind
O
S - 07 21 13 Noncombustible mineral Black sealant | £ §
o N = fiberinstalled to fillvoids s = S\ Eased edge
- N — - N Inside of wireway to be clad < PLAM on 3/4" plywood

o e & t with black PLAM . - - 2 x wood blocking (typ)
~ 2X Framing oo - 4 Face pf existing gyp bd - 2x Framing (typ) ]
N ~4—— 06 20 00 1/2" Solid surface material
QUNESY R ~—— 3" Grommet (color TBD) Alan fiish b -
- ©|® ign finish face of base ,
— Face of existing gyp. bd N < and Plam
‘C_J J I Secure headwall framing prior - 06 20 00 1/8" Stainless steellplate
- § - 1/8" gap - painted black (typ) to installation ' glrjc;gg;s 1/6" from face of solid
N 09 72 16 Vinyl wall covering \ A }
2 —— 06 20 00 Plam on 3/4" plywood || 0721 13 Noncombustible mineral

N fiber installed to fill voids
; < Face of wall beyond —— 06 20 00 Hardwood trim
D

2X Blocking for TV arm
== -

C
| [ B I N
¢ . ! - 0 1.5' 3 6' 0 1.5' 3 6' 0 1.5' 3 6' 0 1.5' 3 6'
— | <\§§‘J\ Scale 3"=1-0" Scale 3"=1-0" Scale 3"=1-0" cale " =A1"-0" A
. Operable cabinet door | 1 B 2 x wood blocking 12" OC in center section (typ)
i._ i I % Miter hardwood trim at corners (typ)
B TV Bracket - Provide 2X blocking fascia
o o o ECU cabinet - see Dl’awing 1-08.1 Y, i Miter hardwood trim at corners (typ) 9 Long ||ght fixture- see Electrical
= - 0721 13 Noncombustible mineral TV Bracket provide 2X blocking behind fascia — 2-10" light fixture - see Electircal
. L 122 : i fiber installed to fill voids 1acke’ provie .
0 - — ., 5 o0 106" Long light fixture- see Electrical A
o ] m — 2-10" light fixture - see Electircal W
B { ~—— 0620 00 1/2" Solid surface material |- 06 20 00 1/2" Solid surface material & N &
< 71(%;::;:;%%77 T S | D e S — - e —
- i 3" Grommet ,‘ D 06 20 00 1/8" Continuous stainless steel plate ——%o - - Top panel to be attached w/ spring clip © o7 ————— - Top panel to be attached w/ spring clip
: % | { - 1/8" Continuous stainless steel plate ; % 2% Wood biocking behind . ) | to facilitate installation (typ). . | to facilitate installation (typ).
€ : i 4" g K 10 FITI —— 2X Wood blocking behind K " FI[
c { /jiiﬂi s i ,,/ i . i % - N i 31/2"
C — - . . ‘ (Sp] H ‘ i i o | ™ j\ - "
ﬁi ) ' Solid surface material 06 20 00 3/4" Plywood (2 layers @ solid surface) i B } Patient monitor track . Y '_ } B } . " ) '_ %2 172
ES - Plam on 3/4" Plywood = | | = D N Al C | O2MAV VS V VS | | . . = ) Al| C |02 MA V VS V VS
3 S '1 i . c EiE L ] | i Patient monitor track 2 & El[eso]| [O]o]0]0]0]0]
N e | - ol | |l 4 1, A2 - o \
- : - EQEQEQEQEQ| -
\ Face of existing gyp bd ) Face of existing gyp bd 0 N : = ! ! ! ! ! ! N EQEQEQEQEQ
m ) o K _ 5 e e e \ .
< {-06. 4 ECU in Cabinet = N ECU in Cabinet = = © ﬁ&'éti‘viﬁi MSZ%GI\?gtg uéfttasnosn e
) £ ; -
Scheduled base Scheduled base (=)
- N A2 Af B A2 Af B
- 3 o s © SN eleeh-- {5 — © el-feef - i —=— CL Typ UNO
: o) oo
c ‘_ - ‘_ f f \
" - Scheduled base e Scheduled base ¢ Scheduled base
‘ Note: No exposed fasteners Note: No exposed fasteners Note: Backside of divider wall OPH.
- —
0 1.5 3 6' 0 1.5 3 6' 0 1' 2' 4' 0 1' 2' 4' 0 1 2' 4
E Scale 11/2"=1"-0" Scale 11/2"=1"-0" Scale 1/2"=1'-0" Scale 1/2"=1'-0" Scale 1/2"=1-0"
o 19'- Q" Headwall Layout Key
O
9-3 6" 9-3 N A. Electrical Outlet (A1 - normal, A2 - emergency)
] B. Tele/Data outlet.
© ] ﬂ /ﬁ 2-8 3-0 3-5 6 3-5 3-0 2-8 Stain hardwood trim t C. Light switchlés
= - " ain hardwood trim to i ;
W i \ HPDL-2 ) \1\% 2 2 / match HPDL-2 (typ) E #/I\c/aggzaleequment Alarm Inputs o
- RN S el ) || F. Equipment tracking -0
© N - P 417 06 20 00 Hardwood trim i ( ] 1@ 0620 00 Hardwood trim G. Bed Control connector
© o Nt . o N I ! Med Gases H. 3" Grommet
o O SN | Med Gases AL ' ! 4 I. Blind controls
< 5 | ﬂ - Y , 097216 Vinyl wall covering (WC-1) = | H Y | v H - 0620 00 Plam | A~ I [0
N | | A 10 | oo | C L 10 | i S 09 7216 Vinyl wall covering (Typ) (WC-1) | L _
. | | K I I [ I [ '
N~ a | L= | v \I\ ha ' LEJ T |____|<L v E o
- - - 06 20 00 PLAM - | v | 3
— a a’\
: 2| | 21N | | t
i - 3 06 20 00 Stainless steel base (SSB-1) - > i i 06 20 00 Stainless steel base (SSB-1) 7
HPDL-1 HPDL-1 HPDL-1 HPDL-1 HPDL-1 HPDL-1 || !:
© Note: Some locations to be O.H. See drawing 1-08.1 for locations. Note: Headwall closest to the door to have (1 each) O2 and Med Air, (2 each) of Vac and Note: Coordinate precise location of each patient Note: Coordinate precise location of each patient
o Vac slide. Headwall furthest from door to have (1 each) 02, Med Air, Vac and Vac slide. headwall with architect prior to installation. headwall with architect prior to installation.
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+ @ TYPICAL PATIENT ROOM HEADWALL ELEVATION (SINGLE BED) @ TYPICAL PATIENT ROOM HEADWALL ELEVATION (2 BED) @ TYPICAL PATIENT ROOM HEADWALL ENLARGED PLAN (SINGLE BED) @ TYPICAL PATIENT ROOM HEADWALL ENLARGED PLAN (2 BED)
5 e — e — e — e —
O 0 2 4 8' 0 2 4 8 0 2 4 8' 0 2' 4 8
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